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ADDENDUM NO. 1 to Invitation for Bids Serial No. CIVENG-19-016-60-61 dated
10 June 1960 for REPAIR OF FLOOD CONIROL DIKE, LINCOLN,
. NEW HAMPSHIRE, bids for which will be opened a8 Jure 1960
&“t_;OOpme,EDST.

1. Prospective bidders snd all concerned are hereby informad of ‘the

following changss in Invitation for Bids Serial No. CIVENG-~1$-016-60-61
and are veguested to change all coples accordingly:

{A) SPECIFICATIONS, DART IT, SPRECIAL CONDTTIONS

g/ Page $C-1, Paragraph SC-3 "CONTRACT DRAWINGS, MAPS AND
SPECITICATTONS™. The numeral "1" is inserted in the "Rev. Nbd" column for
the following dvawlag:

Draving : A
Congecutive Irawing  SBheet . : : Rev,
Ho. No. No. Title No.
" 1 MER~1-139C 1 of 3 ILoecation Plan 1

2/ Page 5C-1, Subparagravh S¢-5a, The subparagraph is
deleted in its entirety aﬂd the following new saoparagraph is substituted
therefor: .

"a. The physical conditions indicated on the drawings aad 1n the
cificatinus are the result of site investigations by surveys.'

3/ Page 8C~5, Paragraph £C-33 "SOILS AND MATERIALS CONTROL
AND PAVEMENT EVAIUATION". The words "AND PAVEMENT EVALUATION" are deleted
from the paragraph title. : L

L/ Page SC-5, Subparagraph SC~334(1l). In lines five and
six the following word; are deleted: "and of concrete and bituminous
paving work', .

/ Page SC~6 Paragraph SC- 34 "CONSTRUCTION SIcW". In line
two after "Drawmng No. MER- lwl%06" the following words are inserted:

", size 3 feet by 6 feet”.

« ul&



6/ Page 8C-T, Paragraph 80-43 "PROJECT BJLLETIN BOARDY, ¢ ~
At the end of the paragraph the following new paragraph is inserted:

"go.4l, USE OF EXISTING ACCESS ROADS. - The contractor's use of
existing access rcads shall conform to the requirements of Paragraph
GC-b, PART I, GENERAL CONDITIONS, of these specifications.”

(B) SPECIFICATIONS, PART ITI, TECHNICAL PROVISIONS.

1/ Page 1-1, Subparagraph 1-02b "Bedding Stone". T line
twelve & period is inserted efter the word "dimension”, and the small
letter "o of the word "of" is capitalized to indicate the beginning of a
new sentence.

2/ Pege 13, Subparagraph 1-06a "Glesring and Grubbing”.
At the end of the subpsragraph the following new sentences are added:

"mhe designated spoil area shall be cleared prior to deposit of waste
material. COrubbing of the spoil srea is not reguired.,"

3/ Page 1-k, Paragraph 1-08 "PLACEMENT OF HEDDING STONE "«
At the end of the paragreph the following new sentence is added:

"Existing timber cribbing behind the timber bulkhead shall be filled
with bedding stone where pequired to support the river-side slopes of the
bedding~ and cover=-shtone."

L/ Page 1-h, Paragraph 1-09 "PLACEMENT OF COVER STONE".
Tn line four the words "having an average thickness of 36-inches” are
deleted and in iine five the word “"flat" is deleted.

5/ Page 1-5, Subparsgraph 1-1lc "Bedding Stone". At the
end of the subparagraph the following new sentence is added:

"For measurement of the quantity of bedding stone, the cover stone
will be considered having an average thickness of 36 inches measured
perpendicular from the exterior face of the eover stone.”

6/ Page 1-6, Subparagreph 1-11d "Cover Stope”. The sub-
paragraph is revised to read as follows:

"d., Cover Stone. - Cover stone will be measured along its
exterior face and payment will be made on the number of square yards of
sover stone acceptably placed to the lines and grades shown on the
drawings,"
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(C) DRAWINGSe

_1/ The following drawing is revised as stated below and
the vevised sheet incorporating the change will be furnished the successe
ful bidders

(1) Drowing No, MER~1-1L05, Sheet 3 of 3, ~ On
"DETAIL PLAN" the note "Channel Excavation Required in ‘this Areas (Apprax;
FEVRTIIN X 21 deep.)! is changed to "Channel Excavation Required in this
Avea, (Approx. 38! x 11! x 2t deep or to ledge.)".

2/ Revised drawing Nos MER-1-1390, Sheet 1 of 3, Revision
Nos, 1 iz trensmitted herewith,

2. This addendum must be acknowledged by insertion of Addendum Noe
nin in the space provided therefor in the Bid Form or by separate letter
or telegram prior to opening of bids, Failure to acknowledge all addenda
may cause the bid to be considered not responsive to the invitation, which
would require vejection of the bid,

U, S, ARMY ENGINEER DIVISION, WEU ENGLAND
Incl: CORPS O™ ENGIVEERS
Dwg. No. MER=1-1390,
Sheet 2 of 3, Reva 1




Serial No. CIVENG-19-016-60-61

U. 5. ARMY ENGCINEER DIVISION, NEW ENGLAND
CORPS OF ENCINEERS
2l Trapelo Road
Waltham Sh, Mass.

2l June 1960

ADDINDUM NO, 2 to Invitation for Bids Serial No. CIVENG-19-016-60-61 dated
10 June 1960 for REPAIR OF FLOOD CONTRCL DIKE, LINCOLN, NEW
HAMPSHIRE, bids for which will be opened 28 June 1960 e
3:00 Dol s EaDsS;Tn

2. Prospective bldders and all conccrned are hereby informed of the

following changes in Tnvitetion for Bids Serial No. GIVENG=19«016-60-61
and are reguested to change all copies acecordingly:

(A) SPECIPICATIONS, PART IIT, TECENICAL, PROVISIONS.

1/ Page 12, Subparagraph 1-02¢{3). ~ (i) The first
sentence is deleted and the following sentence is substitubed therefor:

"Fach sbone shall be a quarvied stone with one flat face and shall
be roughly rectangular or asngular in shepe."

{11) The last sentence is deleted and the following
sentences arve subsbitutbed therefor:

"Bach individual cover stone shall pormally have a thickuess of
30 inches but may vary from 18 to L2 inches in average thickness
peasured at right angles to the nearly f£lat face. Bach individuval
cover stone placed shall weigh at least 3 tons; however, 25 perceat of
the nuuwber placed may weigh between 2 and 3 tons,”

2/ Page 1l-h, Paragraph 1-09 "PLACEMENT OF COVER STONE" .=(4)
™ the firet line abt the top of page 1-5 after “voids" the following new
sentence is inseried:

"Bach stone wéighing less then three tons shall be surrounded by
larger size stone.”

(ii) In the eighth line from top of page 1-5, "3 tons"
is changed to "2 tons".

2, This addendum confirms telegraphic information forwarded this date
snd must be acknowledged by insertion of Addendum No. "2" in the space pro-
vided therefor in the Bid Form or by separate letter or telegram prior to
opening of bids. Failure to acknowiedge all addenda may cause the bid to
be considered not responsive to the invitation, which would require rejecs
tion of the bid.

U. S. ARMY ENGINEER DIVISION, NEW ENGLAND
CORPS OF ENGINEERS






 shove are requested to inform the Franconlis -
_ before proceeding with their inspection of the site.

. IrowmONMOmEFO. 1

“jFROJECT:~~Repaira*to:?looa*eon£f¢xfr&kxgii§éqln,,mewmﬁhmpaﬁxre' .

 (Invitation No. CIVENG-19-016-60-61)

GUBJECT: Conducted Inspection of Site

1. The site of the:wérk‘,i'é"oh, the property of the Ffariéc)nié Paper
Company. In order to inconvenience the oviers as 1ittle ss possible and to

 assist the bidders, 8 conducted inspection of the site will be made on
. Tuesday, Jung 21, 1960 at 1:00 p.a., ED.5.T, The group will meet in ‘

. frount of the main office of the Franconis Paper Company st the site.

2. Those who make an ifnspe,c‘ﬁiénat, any othér time than that ,seheaulea
ia Paper Company at the main office




STANDARD FORYM 20 : frErensNceE

REVISHD AABCHM 38l
O B o St Aviom 6o B L. oo ac . - SevialiNo, CIVENG-19-016-60-61
INVITATION g:me E%DS R
HAME AND LOCATION OF PROJECT Lo L DEPARTMENY OR Agsm&‘c‘w
REPAIR OF FLOCD, CONTROL DIKE, .. ... . §. Department of the Army
LTVCOIN‘ th EAMPSEIRE . A“; B Corpa of Enginecrs

By (feseing officel Division Engineer

‘U. 8. Army Eagineer Dlvision, wa England

hole Trapelo Road - .- B .

Waltham 54, Maqsavhusetts Lol s o _
Scoled __E_gw}:s in  duplicate: for fumishing olf lobor, equipment, mdméieriais and performing
ail work for the project describsd herein will be received until  3:00 p.m., E.D.8.T. 28 June
1960 at tne address of the Ares Bngineer, U.S. Army Engineer Area, Baxﬁer

Bullding, 562 Congress St., Portland, Madne:

and then publiely opened.»

Information regarding bidding material bid guarantee, and bowds ;
' 1. Bids may be mailed to: The Area Engineer, U.S. Army Engineer Area,
Baxter Building, 562 Congress 5t., Portland, Maine. :

2. In lieu of malling, bids may bé deliVEred in advance tO‘ The Bids ¢ -
Receiving Degk, 2nd Floor, 562 Congress SG., Portlend, Me. Just prior to the
pid opening, bids may be delivered directly to the Contracting Officer, in th@
Bia Opening Room.

3. Bids will be openad at The Office of the Area Englneer, Qnd Floor,

562 Congréss St., Portiand, Waine..

4, Bids shall be submitted on Standard Form 21 (Bid Form = Constructlon
Contract) end shall be prepared in accordance with Standard Form 22 (Znstruc»‘a
tions 1o Bidders) The bidder who is awarded the conbract will be required-to
execute the standard contract. form for construction contracts (Standard Form 23)
attached hereto with Standard Form 23A, General Provisions and.supplement
thereto, which set forth the contract clauses.

5...Bid Bond on U.8. Standard Form No. 2h in a penal sum of not less than
20% of the bid price or in & penal sum of $1,000,000, whichever is the lesser .
amount will be required with each bid if the bid price is in excess of $2,000.
FPailure to submit Bid Bond with bid will cause bid to be regected
Deseription of Work., - The work congists of furnighing all plant, labor, mate-
rials and equipment and performing all work in.strict accordance with the:
spec1ficatlons, drawings, and schedules for the restoration-of an existing dike,
construction of a flank dike, minor channel improvements and other related facil-
ities, Bast Branch Pemigewasset Rlver, Lincoln, New Eampshire, as follows'

Specifications ent1tled°u'"REPAIR oF FLOOD CONTROL DIKE LINCOLN NEW HAMPSHIRE"

Imsw1nga as listed in Paragraph SC 3 of the specifications.
Schedules as set forth in the Bid Form.

BLDS MUST SET FORTH FULL, ACCURATE, AND COMPLETE TNPORMATTON AS REQUIRED BY THIS
INVITATION FOR BIDS (INCLUDING ATTACEMENTS). THE PENALTY FOR MAKING FALSE STATE-
MENTS IN BIDS IS PRESCRIBED IN (18 U,S.C. 1001).

lnformation regarding liquidased damoges (if ony), payments, eie., is attached or made o pure of the specie
ficntions. Bids shall be submitted on the forms furnished or capies thercof ES




READ THE FOLLOWING IN CONJONCTION
WITH INSTRUCTICNS TO.BIDDERS
" (Us S, STANDARD FCRM 22)

SUPPIEMENT TO INVITATION F(R BIDS
(Gsnstruc’oim Gontrac't)

1y Each bidder shall, uwpen request of the Gon raeuirg Officer, furnish
a list of the plant aveilebie to the bidder and vroposed for use on the work,

2y Plans and Spemfica‘t.;mso - E»ats cf dramngs and apemflcamona

will be finislied upon veceipt of -a payment of $1.50 per seb for full-size
drawingse Jndividual sheets will be available enly after date of issue
and 2% a cosh o $650 per sheet for fullesize dvawings with a minimum
charge of $1s00e Puymmrbu will be in the form of a United States Money
Ordar or 2 check payable to the Tressurer of the United Stabes and may
be mailed to the Division Engineery Us Te S Army Brigineey Divisiony New
England, L2l Trapelo Read, Waltham 5% Masses o delivered personally to
the Procurement Branch; Bldg. 109 South, at the above address, Payments

will not be refwded and drawings need nct be returrved to the Div;sion :
Ehzginaer@ .

3& Nadiflvatwna pricr to date set for open:ng bids,, The -

right is reserved, as ths interest of the Government may requive,
to revise on amend the specifications and/or drswings prior to the

dave set for opening bids, Such revisions and amendments, if any,
will be announced by an addendum or addenda to this Invitation for Bids,
Copies of such addenda es may ba issued will be furnished to all proge .
pactive bidders, If the revisions and amendments are of a nature which
: mquim material changes in quentities or prices bid or both, the date
set for opening bids myy be postponed by such number of days as in the
. opinion of the Division Baginser will enable bidders to revise their bids, -
In such gases, the adde*'z}um m}l J.nelude an announcemen't of the new datc :
for onenirg bldSB v , .

‘ hs The Government further reserves the right to make award on any
e« all schedules of any bid, unless the bidder qLa‘lifJ.e such bid by
spesific limitation; also to moke awerd to the bidder whiose agg;regabe
bid on any combinabion o:t‘ bid scnedules is lew,

S B:;dcxers are requ:u:‘ed to acinowledge recelipt of all adaenda o
this invitation on ths Bid Form (Standard Form 21) in the spacs providedg
or by separate letter our telegram prigr to opening of bids, Failure to
acknowledge all addenda may cause ths bid to be considered not responsiva
wo ‘%he :i.nv:.’ca‘blon, vh::,ch would require fegec'blon of the bid,

6¢. gL the b:u.dde‘rs by checx:mg the appropr:.a*e box prruded thavef o
in his bid, has represented that he has employed. or getained a company or

B “2“‘
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READ THE FOLLOWING IN CONJUNCTION
WITH INSTRUCTIONS TO BIDDERS
(Ue S, STANDARD FRM 22).

SUPPLEMENT TO “"IWITATION PR BIBS
{Congtruction Ceatrach)

persson ( other then a full-~time bona fide emplovee workineg solely for the
bidde?‘) to 5ollcit or secure his contract, he may be requested by the Cone
tracting Officer to furnish a eompleted Standard Form 119, "Contractorfs’
Statement of Conbigent or Obher Fees Sor Scliniting cr Securing Contrach!.
Tf the bidder has previously furnished a compleuad Standard Form 119 to the

office dssuing this Invitation for Bids, he may acuompany his bid with a
s,,nm,d gtatement, (a) indicating when such completed form was previously
furnished, (b) identifying by wisber the previovs dinvitation for bids or
contract, if amy, in connection with which such form was submitted, and (e¢)
represenm.ng that the statements in such previousl; Ly furmshed form are
spplicable bo this bidg v S

7o Prioriby Rabtings and AllotmentS, « ge: By autheyity of the
Deparitment of L Defense, work required under these specificstions is subjech
to all applicable rules and wgulations of the Defense Natern.af!s Syetan
(DMS Regulation 1 as. amended)s

he It is mendatory that the successful bidder and h;.s suboon
tractors ass1gn Priovity Rating D0O~C2 to all purchagss orders for materz,als
and equipment neeoded *o meet the construction schedule of his contrachs

8 It is also mandauory that allotments of Controlled Materials
be ubilized as specified in DUS Reg, 1 %o provide insurance againsi
aelivery de a;ys wh:nch might hinder military gonstruction pz'ojsctso

BQ Technival mqu,,ries regardlng the plans and spec:.fa.cations
dumng uhe bn.ddmg period shall be made ’uo one of the followings

Mrs Franeis Grlfi‘m Waltham, Mass .y ‘I‘Winbrook by L;OO, Bxte 266
Mers Denald Mills Portland, Maine, Spruce 5m2328,

9s Repeal of Federal Lranspor“ba%ion Tax on Property. = Sechion ip,
Tax Rate Extension Act of 1958, (Act 30 dune 1958, Public Law B5-L7Y )3
Part repealed the Fedaral excise tax on the hransportutn,on of propsriy
effectirs with respect 't.o amomxts paid fo%. sue.h ’omnsporta’cion on and
cu"h@l Ausfuqt 1958‘, : ‘ GeE .

Accordmglyg amy b:z.d pr:: ce(s) subm'b’oed hereunder whieh include
e:xgh charges should exclude any ammmu s) i‘oz' Federal excise tax on the
r anspo“'banion o;f‘ propervyo :

M1erein 'bhese instruetions ccnflwt with Glause 35 ,'Wederal, S“t.a‘te
end Ytical Taxes!y of the Supplement to General Provisions (Constructica
Cen’tracts) SGF b 3211., March 1952 Ed:d:a.on, these instruc‘blonu will govern,

«-éBw e
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READ THE FOLLOWING IN CONJUNCTION
WITH INSTRUCTIONS TO BIDDERS
(Us So STANDARD F(RM 22)

SUPPIEMENT TO INVITATION FCR BIDS:
(Construction Contract) .

- 10e  Information Regarding Buy American Act, - Pursuant %o.the Buy
American Act (41 U, S, Codé 10 amd), it is generally vequived that only
domestie construction materials will be used in the performance of the
oonbract {Soa Clause entitied “Buy American Act? of Gonsral Provisions
of Standard Coutract Form 23)e This requirement does nob apply to oone
ctruction materlals, or their components, ‘included in the iist set forth
%0 pdr agraph 6-206 of the Armed Servicss Procm*ement Regula‘%:.lon or set
*-CQ"’Q'}L Belows : :

f Antimony s a8 wetal or oxide
Asbestos, amosita
Bismuth-
. Cadmium, ores end £lue aust
- Chalk, English
()hrome, ore or chromi 'hs : :
Cobalt, 3n eathodes, rondelles ov o*he::' prmary f:zrmfs
Qovlk, wood 2z bark and waste ,
. Damar gum
- Graphite, naturaly cxys’oallmne s cruclble g* aﬂe
Jute and jute burleps
o Kaurigum
ien
Logs, ven@e*r, and mber fz'om Alaskan yellow cedar, angehgue
- balsa, sskk3,9 greenheart, ligr\um vitas, mahogany9 and ‘neak
Miga -
Nickel‘, primary, in ingot S» pigu, shot,, cathodes, or s:Lmllsr
oo formss nickel oxicdse and nickel salts
Rubber, crude and 1atex G
Shellac
. Tin;, in bars, blochss and pigs

: Addm:nonal ex;rﬂeptions a.re pez*mt bed if.‘ ’c.he Government detev‘m:mas
ag b parbtieular eonstruciion materials ¥hat the requirement would be
limrscuicale or would wireasonably increase the cost, Therefore, bids
or proposals propoging the use of nondomestic sonstruction materials (other
than thoss referrad to -above) may be eligible for award if such nondomestie
eonatrucbion materials are spesifically czes:Lgna%ed in the bid or proposal
and if accompanied by daba demonstrating tlab, as to each such designabed
nondomestic construction material, use of any corresponding domesiic cone

- struetion mabterial would be impracticalbie or would unreasonably increase
the coste If the Gevernment determines that an exception from the Buy
American Ach should be made, an excepbion for the particular constructien
materiais designated will be noted in the sontract end the findings whic
justified the excepbion may be inspected upon requeste

el
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AN A AR TR T,

READ THE FOLLOWING IN CCNJUNCTION
WITH INSTRUCTIONS 7O BIDDERS
(Ve So SOANDARD FRM 22)

SUPPIRMENT TO ISVITATION FQR BIDS
(Construction Contract)

o show that the use of a particular domestic construction
material would unreasonably increase the costy accompanying data musb
show that the cost of any available acceptable domestic eonstruction
materialy delivered ab the construstion site would exceed bty more than
six percent (6%) the cost of the desiznated nondomestic construction
matorial delivered at the construction gite (including any spplicabls
dutye) The accompanying data shall reflent a thorough canvas of dealers
and suppliers handling the constructicn materials involveds
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PART T
GENERAL CONDITIONS

GC=l., SCOPE OF WORK. - The work to be performed under this contract
consists of furnishing all plant, materials, equipment, supplies, labor
and transportation, including fuel, power, water (except any materials,
equipment, wtility or service, if any, specified herein to be furnished
by the Govermment), and performing all work as required in the statement
of work in the contract, in strict accordance with the specifications,
schedules, and drawings, all of which are made a part hereof, and includ-
ing such detail drawings as may be furnished by the Contracting Officer
from time to time during the prosecution of the work in explanation of
said drawings.

GC-2, CHARACTER OF WORK AND MECHANICS. - The work shall be executed
in the best and most workmanlike manner by qualified, careful and effi-
cient mechanics in strict accordance with the drawings and specifications.

GC-3. SITE INVESTIGATION. - The contractor acknowledges that he has
satisfied himself as to the nature and location of the work, the geueral
and local conditions, including but not restricted to those bearing upon
transportation, disposal, handling and storage of materials, availability
of labor, water, electric power, roads and uncertaintles of weather,
river stages, tides or similar physical conditions at the site, the con-
formation and conditions of the ground, the character of eguipment and
facilitles needed preliaminary to and during prosecution of the work. The
contractor further acknowledges that he has satisfied himself as to the
character, quality and quantity of surface and subsurface materials or
obstacles to be encountered insofar as this information is reasonsbly
ascertalnable from an inspection of the site, including all exploratory
work done by the Govermment as well as from information presented by thg.
drawings and specifications made a part of this contract. Any failure by
the contractor to acquaint himself with the availeble information will
not relieve him from responsibility for estimating properly the 4iffi-
culty or cost of successfully performing the work. The Government
assumes no responsibility for any conclusions or interpretations made by
the contractor on the basis of the information made available by the
Government. The Covernment also assumes no responsibility for any under-
standing or representations made by its officers or agents during or
prior to the execution of this contract, unless (1) such understanding or
representations are expressly stated in the contract and (1) the con~
tract expressly provides that the responsibility therefor is assumed by
the Government. Representa¢ions which are not expressly stated in the
contract and for which 1ligbility is not expressly assumed by the Govern-
ment in the contract shall be deemed only for the information of the con-
tractor.

GC-4. OPERATIONS AND STORAGE AREAS. - a. All operations of the

contractor (including storage of materials) Upon Govermment premises
shall be confined to areas authorized or approved by the Contracting

GC-1 4/7/59




Officer. No unauthorized or unwarranted entry upon or passage through,
or storage or disposal of materials shall be made upon CGovernment
premises.  Govermment premises adjacent to the construction will be made
available for usz by the contractor without cost whenever such use will
not interfere with other Government uses or purposess The contractor
ghall be liable for any and all damage caused by him to such Government
premises. The contractor shall hold and save the Government, Iits
officers and agents, free and harmless from liability'of any nature or
kind arising from any use, trespass or damage occasioned by his Opera-
tions on premises of third persons.

b. Temporary buildings (storage sheds, shops, offices, etc. ),
may be erected by the contractor only with the approval of the Contracte
ing Officer, and shall be built with labor and materials furnished by
contractor without expense to the Government. Such temporary buildings
and/or utilities shall remain the property of the contractor and will be
removed by him at his expense upon the completion of the work. With the
written consent of the Coutracting Officer, such buildings and/or
utilities may be abendoned and need not be removed.

c¢. The contractor shsll, under regulstbions prescribed by the
Conbracting Officer, use only estsbliched roadways or construct and use
such temporary roadways as may be authorized by the Contracting Oflficer.
Where materials are transported in the prosecution of the work, vehicles
shall not be loaded beyond the loading capacity recommended by the manu-
facturer of the vehlicle or prescribed by any Federal, state or local
law or regulation. When it is necessary to cross curbings or sidewalks,
protection agsinst damage shall be provided by the contractor and any
damaged roads, curbings, or sidewalks shall be repalred by, or at the
e®pense of the contractor.

GC=5. PROGRESS CHARTS, AND REQUIREMENTS FOR OVERTIME WORK, -
a. The contractor shall within 5 days or within such time as determined
by the Contracting O0fficer, after date of commencement of work, prepare
and submit to the Contracting Officer for approval a practicable schedule,
showing the order in which the contractor proposes to carry on the work,
the date on which he will start the several salient features (including
procurement of materials, plant and equipment) and the contemplated dates
for completing the same. The schedule shall be in the foru of a progress
chart of suiltable scale to indicate appropriately the percentage of work
scheduled for completion at any time. The contractor shall enter on the
chart the actusl progress at the end of each week or at such intervals as
directed by the Contracting Officer, and shall immediately deliver to the
Contracting Officer three copies thereof.

b. If, in the opinion of the Contracting Offlicer, the con-
tractor falls behind the progress schedule, the contractor shall teke
such steps as may be necessary to lmprove his progress and the Contract-
ing Officer may requivre him to increase the number of shifts, and/or

G2 4/7/59




overtime operations, days of work, and/or the smount of construction
plant, and to submit for approval such supplementary schedule or
gchedules in chart form as may be deemed necessary to demonstrate the
manner in which the agreed rate of progress will be regained, all with-
out additional cost to the Government.

¢. Failure of the contractor to comply with the requirements
of the Confracting Officer under the provision shall be grounds for
determination by the Contracting Officer that the contractor is not
prosecuting the work with such diligence as will insure completion
within the time specified. Upon such determination the Contracting
Officer may terminate the contractor's right to proceed with the work,
or any separable part thereof, in accordance with the delays-damages
article of the contract.

GC-6. SUBCONTRACTORS. - Within 7 days after the award of any sub-
contract either by himself or a subcontractor, the contractor shall
deliver to the Contracting Officer a statement selting forth the name
snd address of the subcontractor and a summary description of the work
subcontracted. The contractor shall at the same time furnish a state-
ment signed by the subcontractor acknowledging the inclusion in his
subcontract of the clause entitled "Nondiscrimination in Employment"
‘prescribed by Paragraph 12-802 of the Armed Services Procurement
Regulation and also the inclusion in his subcontract of Clauses 20
through 26 of Standard Form 234 (March 1953, prescribed by General
Services Administration General Regulation No. 13). If, for sufficient
reason, at any time during the progress of the work the Contracting
Officer determines that any subcontractor is incompetent or undesirable
he will notify the contractor accordingly and steps will be taken im-
mediately for cancellation of such subcontract. Subletting by sub-
contractors shall be subject to the same regulations. Nothing contained
in thie contract shall creste any contractual relation between the sub-
contractor and the Government.

GC-7. QUALITY OF ARTICLES, MATERIALS AND EQUIPMENIT. -~ a. Where
articles, materials and equipment are required to conform to standard
specifications or tests of the Government or other authorities incor-
porated by reference, they will conform to the respective editions,
including amendments, specified.

b. Any semples and descriptive dats required shall -
(1) Be submitted within the time specified in these
specifications or, if not specified, within a reasonable time before
use to permit imnspection and testing.

(2) Be shipped prepaid and delivered as specified in
these specifications, or as directed by the Contracting Officer.

GC-3 3/10/60



(3) Be marked to show the name of the material, trade
name of manufsacturer, place of origin, name and locstion of the project
where the material represented by the sample is to he used, and the
name of the contractor submitting the sample.

¢. Samples not subjected to destructive tests may be retained
until completion of the work but thereafter will be returned to the con-
tractor, if he so requests in writing, at his own expense. Failure of
any ssmple to pass the specified requirements will be sufficient cause
for refusal to consider further any samples from the same manufacturer
whose materials failed to pass the tests.

GC-8. PROTECTION OF MATERIAL AND WORK. - The contractor shall at
all times protect and preserve all materials, supplies and eguipwent of
every description (including property which may be Government-furnished
or owned) and all work performed. All reasonable requests of the Con-
tracting Officer to inclose or specially protect such property shall be
complied with., If, as determined by the Contracting Officer, weterial,
equipment, supplies and work performed are not adequately protected by
the contrsctor such property may be protected by the Government and the
cost thereof may be cherged to the contractor or deducted from any pay-
ments due to him.

GC~9. PROTECTION OF EXISTING STRUCTURES, UTILITIES, WORK AND
VEGETATION. -~ a. Any damage to existing structures or work of any kind,
or the interruption of a utility service resulting from failure to comply
with the requirements of this contract shall be repaired or restored
prompily by or et the expense of the countractor.

b. The contractor will preserve and protect all existing
vegetation such as trees, shrubs, and grass on or adjacent to the site
which do not unreasonably interfere with the construction as may be
determined by the Contracting COfficer. The contractor will be respon-
sible for all unauthorized cutting or damaging of trees and shrubs,
including damage due to careless operation of equipment, stockpiling
of materials or tracking of grass areas by equipment.

‘ ¢. Care will be taken by the contractor in felling trees
auvthorized for removael to avoid any unnecessary damage to vegetation

that is to remain in place. Any limbs or branches of trees broken during
such operations, shall be trimmed with & clean cut and painted with an
approved tree pruning compound if required by the Contracting Officer.
The contractor will be liasble for or may be required to replace or re-
store at his own expense all vegetation not protected and preserved as
required herein that may be destroyed or damaged.

GC-10. POSSESSION FRIOR TO COMPLETION. - The Government shall have
the right to take possession of or use any completed or partially com-
pleted part of the work. Such possession or use shall not be deemed an
gcceptance of any work not completed in accordance with the contract.
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If such prior possession or use by the Government delsys the progress

of the work or causes additional expenses to the conbractor, an equitable
ad justment in the contract price and/or the time of completion will be
made and the contract shall be modified in writing accordingly.

GC-11. SUSPENSION OF WORK. - The Contracting Officer mey order the
coptractor to suspend all or any part of the work for such period of time
as way be determined by him to be necessary or desirable for the con-
venience of the Goverpment. Unless such suspension unreasonsably delays
the progress of the work and causes additionzl expense to the contractor,
no increase in contract price will be allowed. In the case of suspen~
sion of all or sny part of the work for an unreasonable length of time
causing additional expense, not due to the fault or negligence of the
sontrgctor, the Contracting Officer shall make an adjustment in the con-
tract price in the amount of the additionsl proper expense and modify
the comtract accordingly. An extension of time for the completion of
the work in the event of any such suspension will be allowed the con-
tractor; provided bhowever, that the suspension was not due to the fault
or negligence of the contractor.

GC~-12. TABOR REPORTS. - The comtractor shall promptly furnish,
and shall cause any subcontractors to furnish in like manner, within
7 days after the reguler payment date of each weekly payroll, to the
Contracting Offiecer, s copy of such payroll together with a statement
of compliance with respect to the wages pald each of its employees
(which ghall not be deemed to apply to persons in classifications
higher than laborers snd mechanics and those who are the immediate
supervisors of such employees) engaged on the work. The contractor
shall also prepare and furnish such labor reports as may be required
by the Department of ILsbor.

GG~13. CLEBANING UP. - The contrsctor shall at all times keep the
sonstruetion ares, lncludlpg storage areas used by him, free from ac-
cumulations of waste material or rubbish and prior to completion of
the work remove any rubbish from the premises and all tools, secaffold-
ing, equipment, and materials not the property of the Government.

Upon completion of the construction the contractor shall leave the
work and premises in & clean, neat and workmanlike condition satis-
factory to the Contracting Qfficer.

GC-1k. DEFINITIONS. -~ @&. Wherever in the specifications or upon
the drawings the words directed, required, ordered, designated, pre-
scribed, or words of like lmport are used, it shall be understood that
the direction, requirement, permission, order, designation or pre-
scription of the Contracting Officer is intended and similarly the
words approved, acceptable,; satisfactory or words of like import shall
mean approved by, or acceptable to, or satisfactory to the Contracting
Officer, unless otherwise expressly stated.
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b. Basic rate as used iu contract Article 21, '"Eight-Hour Law =
Overtime Compensation," means the basic hourly straight time wage rate
actually pald laborers and mechanics and is not necessarily the same as
the minimum hourly rate referred to in Article 20, "Davis Bacon Act,” and
in the paragraph of the specifications entitled "Rates of Wages".

GC=-15. BONDS. ~ a. Payment Bond. - If the contract exceeds $2,000
the contractor agrees to furnish a payment bond with good and sufficlent
surety or sureties acceptable to the Government for the protection of
persons furnishing material or labor in comnection with the performance
of the work under this agreement on U. $. Standard Form No. 25-A or U. S.
Standard Form No. 27-A. The penal sum of such payment bond will be as
follows: (1) When the contract price is $1,000,000 or less, 50 percent
of the contract price; (2) When the contract price is in excess of
$1,000,000 but no more than $5,000,000, 40 percent of the contract price;
(3) When the contract price is more than $5,000,000, $2,500,000.

b. Performance Bond. - If the contract price exceeds 32,000
the conbractor rurcher agrees to furnish a performance bond with good and
sufficient surety or sureties acceptable to the Coverrment in connection
with the performance of the work under this agreement on U. S. Standard
Form No. 25 or U. S. Standard Form No. 27. The penal sum of such per-
formance bond will be 100 percent of the. contract price.

c. Any bonds required hereunder will be dated as of the same
date as the contract and will be furnished by the contractor to the
Government at the time the contract is executed.

GC-16. ACCIDENT PREVENTION. - a. In order to provide sefety con~
trols for protection to the life and health of employees and other per-
sons; Ffor prevention of damage to property, materlals, supplies, and
equipment; and for avoidance of work interruptions in the performence of
this contract; the contractor will cowply with all pertinent provisions
of Corps of Engineers manual, EM 385-1.1, deted 13 March 1958, entitled
"General Safety Requirements,'" as amended, and will also take or cause to
be taken such additional measures as the Contrachting Officer may deter-
mine to be reasonably necessary for the purpose.

b, Prior to comrencement of work the contractor will =

aoom,

(1) Submit in writing his proposals for effectuating this
provision for Accident Prevention.

(2) Meet in conference with representative of the Con=
tracting Officer to discuss and develop mutual understandings relative to
administration of the over-all safely program.

. During the performence of work under the contract, the con-
tractor shall cowply with all procedures prescribed by the Contracting
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Officer for the control and safety of persons visiting the job site and
will comply with such regquirements to prevent accidents as may be
specified under the SPECIAL CONDITIONS of these specifications or issued
by the Contracting Officer.

d. The contractor will maintain an accurate record of, and
will report to the Contracting Officer in the menner and on the forms
prescribed by the Contracting Officer, exposure data and all accidents
resulting in death, traumstic injury, occupatlonal disease, and/or damage
to property, materlals, supplies and equipment incident to work performed
under this contract.

¢. The Contracting Officer will notify the contractor of any
non-complizance with the foregoling provisions and the action to be taken.
The contractor shall, after receipt of such notice, immediately take
corrective action. Such notice, when delivered to the contractor or his
representative at the site of the work, shall be deemed sufficient for
the purpose. If the contractor fails or refuses to comply promptly, the
Contracting Officer may issue an order stopping all or part of the work
until satisfactory corrective action has been taken. No part of the time
lost due to any such stop order shall be made the subject of claim for
extension of time or for excess costs or damages by the contractor.

£. Compliance with the provisions of this article by subcon-
tractors will be the responsibility of the contractor.

GC=17. INSPECTION. ~ The work will be conducted under the general
direction of the Contracting Officer and is subject to inspection by his
appointed inspectors to insure strict compliance with the terms of the
contract. Mo ingpector is authorized to change any provision of the
specifications without written authorization of the Contracting Officer,
nor shall the presence or absence of an inspector relieve the contractor
from any requirements of the contract. As soon as practicable after the
completion of the entire work, or any divisible part thereof as may be
designated in these specifications, a thorough examination thereof will
be made by the Contracting Officer at the site of the work. If such work
is found to comply fully with the requirements of the contract, it will
be accepted; and final payment therefor will be made in accordance with
the article of the contract entitled "Payments to Contractors.”

GC-18. TITEMS OF WORK. - A brief description of each item and the
estimated quantity thereof are shown in the schedule attached to the Bid
Form and listed in the Statement of Work in the contract. Usless other-
wise provided in the SPECIAL CONDITIONS, within the limit of available
funds, the contractor will be required to complete thke work specified
herein in accordance with the contract and at the contract price or

prices.
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PART II
SPECTAL CONDITIONS

S¢-1. COMMENCEMENT, PROSECUTION, AND COMPLEYION OF WORK. ~ &. The
conbractor will be required to commence work under this contract within
15 calendar days after the date of receipt by him of notice to proceed,
to progécute said work with faithfulness aud energy, and to complete the
entire work ready for use not later than 90 calendar days after date of
receipt by him of notice to proeeed. The time stated for completion shall
include final clesn-up of the premises. ~

SC"Q ° OMITm ¢

' 80-3, CONTRACT DRAWINGS, MAPS AND SPECIFICATIONS. - Ten (10) sets
of contract drawings, meps and specifications will be furnished the con-
tractor without charge. Additionsgl sets will be furnished on request ab
the cost of reproduction. The work shall conform to the following con~
troct drawings and maps, all of which form a part of these specifications
and sre gvailsble in the office of the U. 8. Arwy Englneer Division, HNew
Fngland, L42h Trapelo Road, Waltham, Massachusetts. (The consecutive nos.
shown do not sppear on the drawings and zre for reference purposes only.
They are used only when more than one drawing nuvuber gppears in the cone
tract set.) o

Drawing : :

Consecutive Drawing Sheet . " Rev.
No. To. No. Title o No.
L MER-1~1390 lof 3 Iocation Plan

2 MER~1~1HOL C20f 3 General Plan & Section

3 MER~1.«1405 3 of 3 Detalled Plan & Sections

SC-k. OMITTED,

SC~5. PHYSICAL DATA. ~ Informetion and dabte furnished or referred
0 below gre furnished for informebion only and it is expressly understood
thet the Goverament will not be responsible for eny interpretation or con-
clusion drasm therefrom by the conmbractors.

a. The physical conditions indicated on the drawings and in the
specifications are the result of site investigations by (insert investi-
gational methods used, such as surveys, suger borings, core borings, test
pits, probings, test tunnels, etc.) Materials obtained from the subsur-
face explorations together with the fleld logs are availsble for examina-
tion gt the Corps of Engineers Soils, Foundetion snd Frost Effects Iab.,
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New Englend Division Heasdquerters, 42l Trepelo Road, Waltham, Mass., tele-
phone TWinbrook 4-2400, Ext. 367, It 1s requested that two days advance
notice be given the laborgtory in order that samples can be removed from
storage and set vp for exemingtion.

b. Weather Conditions. ~ The monthly normal mean temperature
end the monthly normal mean precipitation may be obtalned by the cone- .
tractor from the U. S. Weather Bureau, Boston, Massachusetts.

c. Trsnsportation Facilities. = It will be the regponsibility
of the contractor to make his owm investigation of transporbation facilities
and he will male his own arrangements for thelr use,

8C~6. RATES OF WAGES. - . The minimum wages to be paid leborers
and mechanics on this project, as Cetermined by the Secretary of Labor to
be preveiling for the corvesponding classes of lsborers and mechanics
emploved on projects of & character similar to the contract work in the
pertinent locality, are as set forth below,

b. Any class of laborers and mechanics not listed below employed
on this contract shall be clsssified or reclassified conformebly to the
schedule set out below by mutusl asgreement between the contractor and
class of labor concerned, subject to the prior approval of the Contract-
ing Officer. In the event the interested parties cannot agree on the proper
classification or reclassification of & particular class of luborers end
mechenics to be used, the guestion, acecompanied by the recommendation of
the Contracting Officer, shall be referred to the Secretary of Labor for
final determination. ' :

(Predetermination No. U~21,988, dated 2 Muy 1960, for Repalr of Flood Con-
trol Dike, involving placing of rock fill, protective stone covering and
some clearing of the channel, Lincoln, Grafton County, New Hampsh}fe,)

Clessification of Laborers Minlimam Rate of Wages

end Mechanlces Pey Hour
Carpenters H & H, i % : $ 2,90
Ieborers H & He o~

feborers 1.50.

Air Tool op. {Jackhammer, vibrator) 1.50
Powdermen, Blasters 1,70
Truck Drivers - 2 axle 1.50
Truck Drivers = 3 axle 1.50

Building, Heavy & Highwsy Construction
Power Equipment opersztors:

Shovels, cranes, deryicks, draglines, pile drivers,

rood pavers - all three drum hoisting & trenching machine
Opv 3‘65
Small Mixer Op. 2,55
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Classificamion of Laborers Minimm Rates of Weges
. and Mechenics ' ' Per Hour

o by

Building, Hesvy & Highwey Congtruction

Two Bag Mixer Op. $3.05
Compressors up to & including 220 cu. £%. 2.65
Compressors 315 cu, ft. & over; pumnps 3.10
Tournapulls & scrapers, g*aders, bulldozers asnd ‘
tractors 3.20
Boilers, road rollers, holsts, finishing machines

material spreaders, maintenance engineers & similer
mackhines - 3,125
Assistant or firemen on stesm machines o 3.05
Assistant or oillers other than steam wachines - 2,55

¢. Health snd Welfere Funds. ~ The wage rates contained in this
decision are streight hourly wage retes. In sone sress, mansgement and
lshor organigetions in the comstruction industry have collectively bargained
for health and welfare fund conbributions. Such contribiutions are nobt in-
cluded in wage rates determined by the Secretary of u&b@f for construction
pvojecza. _ :

SC=T. VAE&AEIONS IR ESTIMATED QUANTITIES. - . Wagre the quantity
of a pay item in thia contract is an estimsted quantlty and where the .
actunl guantity of such pay ibem is more than 115% or less than 87% of the
estimated quentity stated in this conmbract, as modified, an equitable ad-
justnent in the c¢ontract price shell be mode upon demand of either party.
For overruns the equitsble-adjustment shall e limited to the number of
units by which the actusl quentity exceeds 115% of the estimated quentities.
For underruns the equiteble adjustwent shall be on the bgsis of the in~
erenge in the smount due under this contract becsuse of the difference be-
tween the actual quanﬁity end 87% of the estimamed quantity. ~

T80-8 & bc -9,  OMITTED.

SC~10. WATER. - The responsibility shell be upon the contrector to
provide ard maintain et his own expense sn adequate supply of waber for
his use for constructicn snd domestic consumpbion, and to:install snd
waintein necessary supyly connections end piping for same, but only at such
locations and in guch Tenner as may be spproved by the Conbracting OIfi-
cer., Before f nal scceptence; temporary connections and piping\ﬂns+alled
by the coitractor shall be removed in & maoner satisfactory to the Conw
tracting Officer. R

SC=1L., ELECTRICITY. - &1L e¢sctric currenu required by the contractor
shall be furnished at his own expense. All bamporary comnections for
electricity shall be subjeet to the approval of the Contracting Officer.

All temporary lines will be furnished, installed, aconnected, eand maintained
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by the contractor in a workmanlike nmanner satisfaﬁtory to the Contracting
Officer and shall be removed by the contractor in like -manner st his ex-
pense prior to final acceptance of the construction.

SC-12. OMITTED

5C-13. IAYOUT OF WORK AND SURVEYS. - a. Layout of Work. - (1) A
From the base lines and bench marks established by the Govermment, the con-
tractor shall complete the layout of the work snd shall be responsible
for sll :measurements that may be required for the execution of the work-
to the location and limit warks prescribed in the specifications or on
the contract drawings, subject to such mdoficetions as the Contracting
Officer may require to meet changed conditions or as a result of neces-
sary modifications to the conbract work.

(2) The comtractor shall furpish, at his own expense, such
stakes, templates; platforms, equipment, tools and materisls, and all
lgbor as may be required in layipg out any part of the work fvom the base
lines and bench marks established by the Government. It shall be the
responsibility of the contractor to maintain and preserve gll stakes and
other mariks established by the Contracting Officer until amthorized to
remove them, and if such marks are destroyed, by the contractor or through
his negligence prior to their suthorized removal they may be replaced by
the Contracting Officer, at his discéretion, and the expense of the replace-
ment will be deducted Trom any amounts due or to becowe due the contrac-
tor. The Contracting Officer may reguire that work be suspended st any
time when location and limit marks esteblished by the contractor are not
ressonsbly sdequate to permit checking of the work.

b. Quantity Surveys. - The comtractor shall fufnish all person~
nel, equipment and material required-to make such surveys as are necessary
to determine bthe quenitites of work performed or in place, Covernment
personnel will act as observers only. ALl original field notes, computa~
tions, and other records taken by the conbtractor for the purpose of gquan-
tity surveys shall be furnished promptly to the representative of the Con~
tracting Officer st the site of the work; they shall become the property
of the Comtrecting Officer snd shall be used o the extent nesessary in
determining the amounts of payments due to the contractor under the article
of the contract entitled "Payments to Contractors”.

¢, Verification. -~ The Covernment may make checks as the work
progresses to verify lines and grades established by the contractor and
to determine the conformance of the completed work as it progresses with
the requirements of contract specificablons end drgwings. BSuch checke
ing, by the Contracting Officer. or his representative shall not relieve
the contractor of his respomsibility. to perform gll work in accordance
with the coanbract drawings and speclficaxlons and the lines and grades
given therein. : : :

SC-1h to 8C-27 Inmclusive. OMITTED.
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S¢-28., SCHEDULING AND DETERMINATION OF PROGRESS. - g. Independent
of partial payments made pursuant to General Provisions 7, E@yments»(standu
ard Form 23A), progress schedules prepared under the requirements of
GC-5, Progress Cherts, and Requirements for Overtime work, shall provide
a8 schedule progress for only 25 percent of the estimsted imvolced cost
of materipls or equipment delivered to the site but not incorporgted in
the work as of the time of the scheduled delivery thereof.

b. In determining progress accomplished the Contracting Officer
will allow as an element of work accoapliched (progress toward completion)
only 25 percent of the invoiced cost of materisl or equipment delivered
to the site but pot incorporated in the construction up to the time the
meterials or equipment are actually incorporated in the work,

SC-29. FPRICRITY RATINGS. - &. By authority of the Department of
Defense, work reguired under these specifications is subject to all ap- .
plicable rules and regulations of the Defense Materials System (DMS Reg= .
ulgtion 1 as emended). ,

b It is mandstory that the successful bidder and his sub-
contractors assign Priority Rating DO-(2 to all purchase orders £or nmabe-
risls and equipment needed to meet the construction schedule of his con-

_ . ¢, Tt is also mandatory that ellotments of Controlled Materials
be utilized es specified in DMS Reg. 1 to provide insurance against de-
livery delays vhich might hinder military comstruction projects.

80-30. OMITTED,
50-31 & 5C-32. OMITTED

. BC-33. S0ILS AND MATERTALS CONTROL AND PAVEMENT EVALUATION. -
8. Soils end Materials Conmtrol, - (1) The contractor shall furnish qual-
ified personnel and vehicles, preferably pick-up trucks, the mainterance
and operabion of which will be the contractor's responsibility, and shall
take samples and assist in the testing of all materials in connection
with the control by the Govermment of soils and of concrete and bituminous
paving work ag directed by and under the supervision of the Contracting
Officer. Personnel snd equipment sssigned to this work by the contractor
will be subject to the approval of the Contracting Officer. The person-
nel end equipment provided shall be such as to perwit ssmpling to be
waintained currently with progress of construction, to insure the con-
tinuous performance of the work end to ascertsein that gll work conforms
to specification requirements. In the event that borrow aress outside
the project limits are utilized for any rscessary borrow materials, person-
nel end equipment will be provided to teke the samples therefrom
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5C-3%. CONSTRUCTION SIGN. - The combractor shall furnish end erect
a construction sign conforming to the requremants ‘of Drawing No. MER~1-1406.
The sign shall be erected at a location selected by the Contracting Offi-
cer not later than 15 calendsr days after notlce to proceed. Unon comple~
tion of the werk, the sign will remain the property of the contrsctor.
No sepearate payment will be made for furnishing and erecting the sign.

§0-35. SAFETY SIGN. - Th° contractor shall construct a safety sign
abt & location directed by the Conbractiﬁg Officer. The sign shall be 3
feet by 6 feet in size and shall conform to the requirements of Drawlng
No. 40-~05-06, Sheet L of 1 attsched hereto. The sign shall be erected as
soon as possible and within 15 calendar dsys sfter date of notice to pro-
ceed. The data required by the sign Shall be corrected s necessary.
No separabe payment w111 be made for erecting snd mainteining the safety
signs end all costs in comnection therewith will be considered s subsidiary
obligation of the contractor. The sign will remedn the property of the
contractor. Signs may be reused when satisfactorily reconditiocned.

8C~36, ACCIDENT PREVENTION. = g. Contractor's Proposals, - The con-
tractor's proposals for effectuating the requirements of paregreph (C- 16,
"Accident Prevention" shall be submitted in guadruplicste to the Resident
Fogineer as the Contrecting Officer's representative.

b. Transportation of Explosives. -~ Transportation of explosives
end other dangerous articles, by the contracuor, shall be in accordance
With gsppropriste regulgtions, locsl laws ov ordinances, and the Corps of

Eogineers Manual “Generzl Safety Requirements'.

c. Cublining Toaded Hole Areas. - The conbiactor shall be re~
quired to clearly outline any loaded hole srea, or areas, This may be
accompliched by roping off the entire loaded hole ares, or by markers of
sufficient height, color and spaced so that the entire lozded hole ares
will be clesrly snd éefinitely oubtlined. The exget method of cutlining
such sreas shall have the prior spproval of the Contracting Officer.

d. Use of Swing Scaffolds. - In addition to the requirements
of the Corms of hngineers Menual General Safety Reguirements”, the fol-
lowing shail be required when swnng scaffolds gye used.

(1) ‘A safety line, hung independent of the scaffold and
its support, end which reaches the ground, Shall be provided for each work-
men on & ewinging ecaffold.

(2) Tach workman shall wesr a safeby belt attached to the
safety line by an approved method so as to prevent a free fall of more
than five feet.

S¢-37 & SC-38. OMITTED.
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8C-39, GOVERNMENT FIRID OFWICE. - Contractor shall provide a Field
Office for the Covernment of epproximately 80 sg. £t. within fifteen
(15) calendsr days after receipt by bhim of notice to proceed. This space
may be & separate building or may be partitiomed space within the conirace
tor's construction bullding. Office or space provided shall be weather-
tight end free from drafts. Windows shall be furnished as necessary to
provide sdequate natural light. The office shall ve equipped with a
cylinder lock on the door, & plywood top teble epproximstely 6' by U4°,
and sdequete hegting, lighting and ventllating facilities., The contractor
shall provide all services snd supplies in conrectlon with hegting, light-
ing and meintaining the building. No separate psyment will be made for
the Government ¥ield Office and all costs shall be included in the various
items comprising the detailed bid schedule.

SC-40. IDENTIFICATION OF MECHANIZED EQUIPMENT. - ALl contresctor's
machinery, motor vehicles and mechenized equipment &s may be requirved by
the Contracting Officer, shall have posted in s comspicuous locatlion on
each plece of eguipment, acceptable ldentificstion showing the owners'
name and an identifying number.

SC=k1 & SC-h2. OMITTED

SC«43, PROJECT BULLETTN BOARD. -~ The conbtrgctor shall furnish, ine
stall and maintein during the life of the project a weather-tight
bulletln boord spproximstely 3 feet high by 5 feet wide haviug not less
than 2 hinged or sliding glazed dooys wlth provisions for locking. The
bulletin board shall be mounted, vwhere snd as approved by the Contracting
Officer in a prominent place sccessible to all employees. The bulletin
board shall remasin the ppoperty of the contractor and shall be removed by
him upon complebion of the comtract work. The following information,
which will be furnished by the Goverament to the contractor, shell be
posted on the bulletin board and shall be mzintalined by the conbtrsctor in
easily reafeble condition st all times for the durstion of the contract.

@. The Equal Economic Opportunity poster aa required by
Genersl Provisions (Standard Form 234), Clause 19, Non~diseriminstion in
Employment.

b. The schedule of miniwum wage rates for the contract ss re-

quired by General Provisions (Stendard Form 23A) Clause 20, Devis Bacon
Act with the minimum wage rate poster form (SOL-155).
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SECTION C-C

SIGN

(4'x 8° SIGN SIMILAR)

3ot ot b

A SPECIFICATIONS

1.-Posts, roils ond brocing shall be No.l yellow pine
or approved equal 54 5-Fed, Spec. MM-L-75/c.

2. Al exposed surfaces; including edges, shall
ve given one coal of linseed oil and wiped prior to
primer coai, one coat of éxterior lead and oil primer
conforming to Fed Spec. FT~-P-250, and two finish
coats of white exterior pownt conforming to Fed.
Spec. TT-P-104.

3. Black lsttering paint shall be Kem Bullstin
Color €20 Bl os manufoctured by Sherwin~Williams Co.,
or approved equal.

& Plywood. shall conform to Commercial Slandord
c8=-a5, exterior lype, Grods A-C.

>
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SECTION 1
EYCAVATION, EARTHWORK, AND STONE PROTECTION

{ TDEX)

Paragraph Mo.  Poragrash Title o o Page No.
1-01 Scope . 1-1
1-02 Materials and Sources del.

&, Earth Filld 1-1

b. Bedding Stone -1

¢, Cover Btone : 1-1

1-03 Testing 1-2

1-04 Opening and Dreinage of Borrow Pit . 1.2
1-05 Protecticn of Bxisting Service Lines and Utilities

Structureg ‘ 1-3

1-06 Excavation 1-3

8. Clearing and Grubbing 1=3

be BExcavetion , 1-k

C. Disposal of Excavated Materiels - 1-h

1-C7 Farth Fill Comstruction 1=l

1-08 Placement of Bedding Stone 1k

1-09  Placement of Cover Sione Lt

1-30 Protection : 1-5

R Methods of Measurement . 1-5

a: Excevation _ 1.5

b, Earth i1l ‘ : : . : 1-5

¢. Bedding Stone 1-5

d, Cover Stone 1-6

1-12 Payment 1-6

a. Excavation 1-6

b, Earth Fill 1-6

c. Bedding Stone - 1-6

d. Cover Stone 16
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SECTION L
EX?AVRTIJK, EARBHWGRK, AND STONE EROTECTION

1-01. BSCOPE. - This section covers excawatlon, eai,hwork, and the
constructlon of stone prctectlon, complete. i :

Con o 102, MATERIALS AND SOURCES. - &, Earth Fill. - Matériale for earth
fill shall be obtained from the existing borrow pit docated to the west

of the Franconis Paper Compeny Plant on land owned by the Franconia Papsr
Company. Necessary clearing, grubbing, disposal of debris, and satlsfsctory
.drainsge of the borrow pit shall be considered incidental operations to the
borrow excavation and shall be performed by the contractor at no additioned
cost o the Government, Materials obtained from required excavations may
be used as earth £ill, provided that they arve of a granular nature contain-
ing at least MO percent, by dry weight, particles passing the No. k.8,
Standard Sieve, and of the component passing the No. 4 sigve, no more than
" 15 percent by dry weight, passing the No. 200 U.S. Stendard Sieve. All
earth £ill meteriels shall be free of brush, sod, roots, wood ‘chips, and
other perishable matter, and shall be approved by the Contracting Officer
prior to thelr use. ‘ S

B b.A Bedding Stones - Bedalng stone ghall be obtained frOm “the
northwestern portion of the river channel between the dam and & point
opposite Station 4465 on the base line and to the southeast of a line
10 feet to the socutheast of the toe of the proposed cover stone. Excava-
tions for bedding stohe shall be done in certain portions of this area as
approved by the Contracting Officer. If a sufficient guantity of suitable’
bedding stone can not be obtsined within the approved areas with the

. depth of excavation not exceeding 18 inches below the water surface,
bedding stone shall be obtained from other areas within the river channel
downstream ov west of the defined areas. The bedding stone shall be
cobbles and boulders generaelly ranging from 6 to 24 inches in maximum
dimension of the component passing the 6-inch screen not more than 35
percent, by dry weight, shall pass the 2-inch U.8. Standard Bieve.

< Boulders larger than 24 inches need not be removed from the riverbed.
Boulders left within the excavated areas shall not be nested togethar

- and shall be dispersed as directed. ‘Materials from required excavation
meeting the ‘above: requxrements may be used as bedding stone. Material
slightly finer than that specified herein may be used in fillets and

in other places where space is limited.- Occasional boulders larger than
2L inches may be used as bedding stone provided that they sre placed
individually at least 24 inches frem the nearest cover stone and are com-~
pletely surrounded with: smaller beddlng stone. e

.. Ca Cover Stone. - {1)- All stone used in the cover stone
1ayer shall ‘be” sound, compact, hard, dense, durable stone of good
qualxty and highly resistant to weathering and dlSlntegratlon under
action of water and alternaté freezing and thewing. The stone shall be
free from cracks, desms, fissures, planes of weakness, or other undesirable
qualities which might contribute to: crumbling or breaking during handling
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or placing or later weathering. The stone shall be free of all foreign
waterial and shall welgh not less than 160 pounds per cubic foot. The
stone shall be furnished by the coantractor from sources approved by the
Contracting Officer. H ‘

(9) The stone to be used will e accepted only after *ts .

suitability has been established to the satisfaction of the Contracting
Cfficer. The stone will be ingpected by a Government approved inspector
at the sources before shipment and at the site of the work prior to place-

ment. Preliminary approval of samples submitted shall not be copstrued as
a walver of the right of the Covernment to reject any stone which doss not
comply with the specifications. Approvel of & source of stone shall not
be construed as approval of all materisl Ffrom that source. The right is
reserved by the Government to reject materials from cerbtain locsailized
areas, zcues, strata, or channels, when such materials are dehermined to
be unsuitable by the~Contracting Officer,

(3) All stone shall be quarrled shone 1n rovgh;g rectangular .
or angular shapes, Flat slabs, boulders, and parts of bowiders will be
rejected. Mot more than 2 percent of clean spalls resulting from loading,

undecading, and shipment will be alloved in a carload or truckload. The vﬁene  ‘

+0 be furnished and deposited shall be of such dimensions that the least
dimension shall not be iess then 1/3 the greatest. FBach individual cover
stone shall weigh' at leest 3 tons and not over 5 tons and sha»l not be
less than 30 inches in thickness : ,

(&) If, during the progreas of the work, it is found that
the stone being furnished by the contractor does not fully meet sll the
requirements of the specl ications, the contractor shall be required to
furnish at the contract unit price other stone ol a quality acceptable to .
the Contracting Officer, The contractor shall dispose of all rejected

tone in a mannerkapproved by the Contracting Officer.

1-03, TESTING. - A1l necessary tests to determine suitability of
materials will be made by, and at the expense of the Coverpment. Sewples
of earth £ill and bedding stone will be obtaired by the Covernment at the
point of plecement. Samples of cover stone material will be submitted to
the Contracting Officer by the contractor from his proposed scurce at leest
21 days pricr to placement of cover stone from the source, Cover stone
samples shall consist of six pieces of rock each from 8 to 12 inches in
maximan dimension and free from flat or elongated pieces,

1-Qk., OPE&ING AND DRAINAGE OF BORROW Prr, - The contractor shall

otify the Contracting Officer suffmciently in advance of the opening of
any excavabion or borrow pit, to permit elevations and measurements to be
taken of the undisturbed ground surface. Except as otherwise permitted,
the borrow pit shall be excavated in & marnner that will a*ford adeguabe
drainage. Overburden and other spoil material shall be disposed of or
used for special purposes, as directed. The borrow pit shall be neatly
trimmed end left in such shape as will facilitate. taking accurate neasure-
ments after the excavation ig completed,

1-2




1-05. PROTECTION OF EXTSTING SERVICE LINES AND UTILITxES STRUCTURES. -
Existing utility lines that are shown on the drawings;, or the locations -
of ‘which are made known to the conmtractor prior to excavation that are to i
he retalned, shall be protected from damege during excavation and bwckfilling, .
and 1f damaged, shall be repaired by thé contractor at his expenses In the
évent that the contractor damages any existing utility lines that are not -
shown, or the locations of which are not known to the contractor, report
thereof shall be made immedistely to the Contracting Officer. If determined
that repalrs are 1o be made by the contractor, such repairs will be ordered
ucder the clavse of the GENERAL PROVISIONS of the contract entitled CHANI BSe

1-06, EXCAVATION, - &, Clearing and Grubbing. - A1l areas to be
covered with £ill (earhh oF rock), GeddiDg stome, or cover stone shall be
cleared and grubbed. Clearing shell consist in the felling and satisfactory
disposal of trees, other vegetation (except grass), together with down s
timber, zaags, brush, and rubbish cecurring within the areas to be cleared
and prubbad including removal of porticns of existing wooden structures.
Przes within areoas to De cleared and grubbed shall be cut off st any . -
convenient height above the exis ting adjecent ground: surface to facilitate
the removal of the major root’ sy«tem by grubbing operations. Clearing
deza+iors shall be conducted so as to provent demege by fallmng trees 1o
trees left standing, to exxsbing strucbures and installations, and to those
under conqtraction, and 50 a5 %o provide for the safety of employées and
others. Grubbing. shall copsist in the removal end disposal of all stumps,
fOOuS, logs or othe* timber more than 1-1/2-iaches in diameter, matted roots
and obher debris to a depth of not less than 18-inches below any subgrade
or slopé. All depressions excavebed below original ground surface for
or by the removal of stumps apd roots, shall be refilled with suitable
material and compacted 40 make the surface conform to the surrounding
ground lide. Grubbing shali be performed prior to any excavation operation
in the immediate srea, All timber, logs, branches, stumps, roots, brush,
rohten wood and other vegvtation and refuse from the clearing end grubbivg
operations, " shall be burned, except that, when,permitted in writing by ‘the
Vontractxug Of&lcer, 1ogs and large stumps mey be otherwise disposed of
as elected by the contractor. Such permit will state the conditions
covering the ﬂisposal 'of ‘such logs and stumps Without ‘buraing, inclualng
the areas i which they mey be placed. Timber and other refuse 10 be
disposed of by burning shall be burned st locations specified by the
Caﬂ%raotzng Officer, in a menner “that wiil avoid ‘all hazards, such as
dmmege Lo existing strnﬁtures, construction in progréss, trees and vegetation.
The contractor will be responsible for compliance with'all Pederal and
State laws and regulations relative to the building of fires. Disposal
by Lurning shall be kept under constant atiendence until the fires have
burned out or have been extlnguished. ALl vesidue and partially burned
magerial resu&ting from the burning opnraixoa shall become the responsibility“f
of the qontractor, and; ghall be removed by him from the Job site or otherwise
é*sposed of as d rected by the Ccntra ting Offirer. i
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b. Excevation. - Excavation shall consist of the gsatisfactory

* pemoval of all materials of every descript:on and of whatev»r substances
encountered from within the excsvetion. dines shown on fhu drawings and the
satisfactory dlsnosal of these materials in the psrmapent work or in the
spoil area. The recuirements in this yeragreph do not apply to excavations
for hedding stone in the river cqannel or for earth i1l in the borrow areé.

, c. Dlsposal of Facavated Materzals. - All sultable materials
obtained from excavation, ag defined above, mey be used in the permenent
‘work in accordance with the applicable paragraphs of this secticn of the
© specifications and the applicable drawings. Suitability of meterials
shall be determined solely by the Contracting Officer. ' All waterials
obtained from excavation not used in the permsnent work, shall be disposed
of in the spoil area indicated on the drawings or as approved by the
Contracting Officer. : : :

1-07. EARTH FILL CONSTRUCTION. - All earth £ills shall be comstructed
to the lines, grades and cross sections shown on the drawings unless cther-
wise directed bv the Contraqt;ng Officers No earth fill reserial sha¢“ be
Officer, uXCﬁpﬁ for ihose portions 40 be placed on top of the exis+1ng d*ga,
earth £ills may be dumped, spread and graded to the Ffinighed lines and grades
without compaction. Earth fills on top of the existing dike shall be spread
in horizontel layers and, when feasible, shall be compacted by the controlled
braffic of the comstruction equipmenta The contractor shall maintain and

protect all earth f£ill sections in a satisfactory condition at all times
,uwtél Iinal ¢nbpect*on and scceptance of the work under the con+raet,

w08o PLACAMENT oF BEDDING STONE, - ALL bedd“ng stone sections ¢hall
be conatructed to the lines, grades and CTOuS sections indicated on the
drawings unless otherwise directed by the Gantracting Officer. The con-
tractor shall meintaln and protect all bedding stone gections in a sat;s~-
factory condition at all tlmasuﬂtml.flnal inspeetion and accentance of the
work under the contract. Bedding stone shell be placed in o magner to
minimize segregatlon of the particle sizes by methods subjest to prior
approval by the Contracting Officer. Where cover stone is te be placed
on the beduing stone section, the outer surfaoe of the section shall be
sdjusted by mechanlcal equipment or other methods as required to permit
plecement of the cover stone within the speci;led tolerances. Where the
- bedding stone surface is to remain exposed, it shall be graded snd worked
by mechanical eqnlpmcnt or other methods as requared to prOV1de & smooth
aprpearances : :

1~ 09, PLACEMENT OF COVER STOND‘ - Cover stone shall e placed, by
equipment suitable for handling material of the sizes specified, on a
‘bedding layer as specifled hereinbefore. Cover stope shall be placed in
8 single layer having an average thickness ‘of 36 -inches, A1L stones shall
be placed individualiy. Each stone shall be laid flat upon the bedding stone
so that a flat face forms the outer surface, Adjacent stone shall be
gelected with reasonable care as to size and shape and placed in closg
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conteact, 60 as to leave & reasonable winimum of VOidS» A tolerance of plus
or minus 6-inches froim the slope lines and grades shown on the drawings will
be allowed in the Pinished surface of the cover stone except that extremes
of such tolerance will not be allowed in the exposed surfeces of adjacent
stones. Reworking of the cover stone will be reguired as necseseary to
provide an exterior surface of reasonsbly smooth sppesvance within the above
specified tolerances Any cover stone broken during the hauling, wnicading

. and placing operations €o that it weighs less then 3 tons shell be discarded
or replaced by the contractor at no additional ¢ost to the Government.

1-10. 'PROTECTION. - Newly graded areas shall be protectsd from
erosion, and any settlement or washing away that may occur from any cause,
prior to acceptance, shall be repaired and grades reestablished 1o the
required elevations and slopes, at no additionel expense to the Government.

L-1l. METHODS OF MEASUREMENT. - a. Excavation. -~ The unlt of measure-
ment for excavation will be the cublce yard, computed by the average end-
area method from cross sections beken before and after the excavabion opera-
tiong. The yardage to be paid for will be the number of cubic yerds of
meterisl, measured in its originel position and removed from the excavation
areas which material is acceptably utilized or disposed of as hereln
specified. The measurement will include the excavation below grade of
nnsuitable material, where ordered, and sllovance will be made on the
same basis for selected backfill ordered as replacement. The measurement
will not include the yardage excavated without authorization beyond the
spproved slope Jines, nor the yardage of any material used for purposes
other than those divected. The measurement will not include the yardage of
any excavation performed prior to the taking of elevations apnd measurements <
of the undisturbed grade. ¥Fill will not be measurad for dirvect payment.

The forming of f£ills will be considered a subsidiary obligation of the
contractor and will be covered under the counbract unit price for earth fill,
Clearing and grubbing will be cousidered a subsidiary oblization of the
conbractor and will be covered under the contract unit price for excavation.

b, Earth Pill. - The unit of messurement for eearth £ill will be
the cubic yard., Yardage of earth fill to be paid for will be the number of
cubice yards of earth £ill excavated and acceptably disposed of in the
dlke or as otherwise directed, weasured in the original position and
computed by the average end-srea method. The yardage of overburden stripped
from the pit and the yardaege of any excavation for ditches for draining
the pit, unless used as earth fill material, will not be included in the
yerdage to be paid for. The measurement will not.include the yardage of any
excavebion performed prior to the taking of elevations and measurements of
the undisturbed ground. The placing of earth £ill will be considered a
subgidiary obligation of the contractor and will be covered under the contrect
unit price for earth £ill.

¢. Bedding Stone. - Bedding stone will be measured for payment
on the basis of the number of cuble yards acceptably placed as computed
from the neat lines and grades indiceted opn the drawings or as staked in
the field.
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STANDARD FORM 21 ‘ REFERENCE
JANUARY (959 ERITION )

CENERAL FEooTES ADMINISTRATION BID FORM Serdal No. CIVENG-19-016-60-61
{CONSTRUCTION CONTRACT)

Read the Mmatructions to Sidders (Stonderd Form 22) ‘ DATE OF INVITATION
This formto be submitted in - DUPLICATE 10 June 1960

NAME AND LOCATION OF PROJECY

REPAIR OF FT.O0D CONTROL DIKE, LINCOLN, NEW HAMPSHIRE

TO:  Area Engineer (Date)

U. S. Army Engineer Area
562 Congress Street
Portland, Maine

In compliance with your invitation for bids of the ebove dale, the undersigned hersby proposes to furnish ol
labor, equipment, ond materials and perform oll workfor  Repair of Flood Control Dike,

ot Iincoln, New Hampshire

4 o ¢ wpe . . cja . ."
in strict accordanco with the specifications, schedules, drawings, end conditions for the consideration of the
following araount(s)

., See attached Unit Price Schedule

/
Supplewent to Bid Form, Sheets No. 1 and 2, attached hereto forms a part of
this bid as does attached Unit Price Schedule-.

and agrees that, upon written acceptance of this bid, qued or otherwise furniched, within calendar
days { 60 calendar deys unless @ shorter period be inserted by the bidder} after the dote of opening of
bids, he will within .10  calendar days [unless o longer period is allowed) after receipt of the prescribed
forms, execute Standard Ferm 23, Construction Contruct, and give perfermance bond and payment bond en
Government standard forms, if these forms are required, with good and sufficient surety or surelies,

(Continue on other gide)




The undersigned agrees that if awarded the contract, he will commence the work  within 15 calen-

dar days after the date of receipt of notice to proceed, ond that he will complete the work
within % calendar days after e date of receipt of notics to proceed.

*¥For completion date or dates see Paragvaph SC-1 of the specifications.

3 r

The undersignad acknowledges receipt of the tollowing oddenda to the drawings ~ and/or specifications
{Give number and dote of each): : '

The undersigned represents (Check opproprinte boxes):

{1} That ka {3 is, [T is not, o small business concarn, For this purpose, a small business concern is one thot {a} is indepond-
ently cwnsd and operated, {b} is not dominant in its field of operation, and (¢} with offilictes, had avercge annual
roceipts for the preceding three years of $5,000,000.00 or fess. {See Code of Fedwmal Regulations, Title 13, Part 121, as
amonded, for additicnal infarmation.}

{2

—

{a) That he 17 has, [ has not employsd or retained any company of person {other shan a full-time bona fide employece
working solely for the bidder) to solicit or securs this contract and '

{b) That he [ has, 13 has not, paid or agreed to pay any compuny or persen {othar than « full-lime bong fide em-~
ployee working solely for the bdder} any fes, commission, percentage or broksrage fee conlingent upaen or resulting
from the award of this contract, and agress to furnish information relating thersto cs requasted by the Contracting Officer.
(For interpretation of thie représentation, including the term “bona fide employes,” sce Code of Federal Regu-
Lations, Title Ly, Chapter 1, Part 150.)

{3) That he operates @s an [l Individual, [ paitnership, [} corporation, incorporated in State of .

Enclosed is bid guarantee, consisting of

in the amount of

, : Liith resldential
HAME OF FIRM OR IND il {1ppe oF print) FULL MAKE OF ALL PARTNELS iOr PrIie,
] 188 INPIVIDUAL {2 PP p= 24 u A NERS (T9% 5 addresses)

RUSINESS ADDRESS (14pg o print}

BY (Signoture fn {nk. Type or print name under sipnadure)

i1t (Type or priunt

DIRECTIONS FOR SUBMITIING BIDS
Envelopes containing bids, guarantee, etc., must be sesled, marked, and addressed as follows:
Area Englneer

U. 8. Army Engineer Aresa
562 Congress Street

Portland, Maine
Bids may be dslivered in advance to the Bids Receiving Desk on the Second Floor
gt the above address, or delivered directly to the Contracting Officer in the
office of the Area Engineer on the Second Floor Jjust prior to the bid opening.

CAUPION: Do not nelude in the envelope any bids forfai%‘er work. .
Bids should mot be qualified by excepiions to the bidding conditions.




Serial No. CIVENG-19-016-60-61

UNTT PRICE SCHEDULE

Irem BEstimated Unit Estimgted

No. Description quantity Unit Price Amount
1.  Pxcavation 2,800 C.Y, $ $
2. Farth Fill 300 C.Ye .
3. Bedding Stone 3,400 c.Y. |
A, Covaer Stone 5,500 8. Y. ; v

POTAL &
HOTE: Bidders shall submit prices for all items of the Unit Price Schedule.

The work will be awarded to one bidder.
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5 UPPLEMENT TO BID FORM
{Construction Contract)

If 5 bid or modification to & bid based on upit prices is submitted
and provides for s lamp sum adjustment to the total estimmted coat, the
application of the lump sum adjustment to each unit price, Including lump
sum units, in the bid schedule must be stated or, i itis not steted, the
bidder sgrees that the lump sum adjustment shall be applied cn & prorata
basis to every unit price in the bid schedule,

In cage of erxror in the extension of prices, the unit price will govern,

M™hea bxader warrarts that he has available or under his control,
plext of Yhe chaeracter sxd in the amount reqa&red to complete the proposed
work withlino the speciflzd bima.

Tt is bhercby warranted that in the event eward in made to the bidder,
there will be Purnished undsr this contract, or used in the performance
of the work covered by this contract, only such unmanmufactured srticles,
naterials, snd supplies as have been mined or produced in tThe United

tates and only such wmaoufactured articles, materials, and supplies as
have been manufactured in the United States substantially 'all from artl-

cles, materiale, or supplies mined, produced or menufasctured, as the case
nay be, in the United States, except as noted below or otherwise indicated
in this bid or guthorized in the invitation.

Mishtakes in Blds. « The bidder hereby walves thet porvion of any
al‘eged nigtake or mistakes in his bid which falls within the followling
dmo‘\ll.l e

If pid is $290,000 or less---5% of the bid;

If bid 1s wore than $250,000 and less than $500,000=-512,500 plus
49 of the bid over $250,000;

If bid is $500,000 or more snd less than $1,000,000-$22,500 plus
3% @f the bid over $500,000;

If vid 1s $1,000,000 or more--$37,500 plus 2% of bid over $1,000,000

In cases where the aliegabion of migteke exceeds the above walved
mmounts and the reguest for correction is allowed, such amount will be
excluded from the contract price; howevey, the amcunt waived as provided
herein will not e deducted for the purpose of evaluating bids to deterwine

the low bidder.
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The above walver does not apply to epy clerical misbake waich 18
cbvious or epparent on the face of the bid including but not limited to
(1) & mistsie in the extension of a unit price or prices; (2) a mistal.ie
in totaling the sums of verious bid items; (3) obviously misplaced deci-
mel point or (4) failure to insert the unkh prive-wiepe-amount intended
can be determined from face of bid.

Inis clause 1s not applicsble to allegations of mistakes which, if

allowed would result in & yeduction in the bid price.
1

Ledih pngriggenn W -




